

















600x1200mm

PACKING

The boxing of tile should have solid and reliable shock absorption measures. In the process of transportation rain, water
immersion and long- term exposure in sun should be avoided. Handle with care. Do not drop. When transporting tile in bulk.
Cross stand handling must be done, level carry is forbidden.tile should be stored in solid, smooth and dry warehouse. Stacking
height should be determined based on the strength of box.

Specification (mm) PCS / Box ‘ Sq. Meter /Box ‘ KG/Box

1200x600 ‘ 4 ‘ 2.88 ‘ 34 (Approx)

Application of Space.

Building space with certain functions. Only the space decorative with suitable method, it can meet people's unique
living and spiritual needs. Therefore, the innovation of spatial function. Pattern and decoration is the greatest mission.

Facing with people's multi-dimensional and variable demands nowadays, we will integrate into products and space
decoration and make static space active. In visible places: tile won people's love and trust by its extraordinary quality; in invisible
places. It is still seeking excellence, pays attention to every detail and makes its own qualities shine distinctively and brightly:
There are always surprise when it exist!

Application Scope.

(1) As the premise paving materials or components of environmental protection and energy conservation building.

(2) As the decorative material for interior wall, exterior wall and floor of modern buildings.

(3) As light and thin interval wall materials within modem building

(4) As the surface material of furniture product and electronic products.

(5) As the decorative material in special environment, it is anticorrosive, resists to acid and alkali, and prevents bacteria.

Operational conditions.

1. Before construction of surface engineering, the process with waterproof requirements should be completed; plaster.
Water and electricityequipment pipes, doors and windows holes, stage cave, balcony etc. should be disposed.

2. Base should be smooth, solid and clean without cracks: clear water hollowing, sugaring, pitted surface and oi traces:
dirt and other defects.

3. Powder layer and mould release agent on the back of slim tile should be cleared away.

4. Before sealant construction, the debris among cracks should be removed, wet crack with clean water.

5. The appropriate ambient temperature in thin set method is 5~35C.

6. Outdoor surface engineering shall not be constructed in rain, snow or gale of grade five or above.
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Head office Address Corporate Office / Display Centre
A-10, Shaligram Lakeview, Opp. Balaji Wind Park,
Near Vaishno Devi Circle, S.P. Ring Rd ,
Ahmedabad - 382421, Gujarat, INDIA.

Block No.3, Plot No. 1, Sur No.99 1, BA,
National Highway,Bhayati Jambudiya,
Wankaner,Morbi - 363621, Gujarat, INDIA.

Contact us:

Export Inquiry Domestic Inquiry

N export@berritoindia.com & sales@berritoindia.com

Q +9199090 73333 Q +9198250 93733

www.berritoindia.com

Tiles | Sanitaryware | Faucets | Sinks | Accessories | Adhesives
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